
AQUA-CHIM application example

FEATURES

Clear liquid, of green colour , with
pleasant and fresh odour.

PROPERTIES

AQUA-CHIM is applied diluted with
water in all proportions, ensuring the
normal operation cycle of the chemical
toilets obtaining with great efficiency
the liquefaction and reduction of fecal
organic matter.

AQUA-CHIM neutralizes odours, exerts
an action of permanent bacteriological
disinfection, ensuring the conditions of
hygiene essentials. The presence of
surfactants with disinfectants
functions, avoids fermenting of
bacteria producing gases and ensures
bactericidal activity, fungicidal and
virucidal in the treated area.

AQUA-CHIM
TECHNICAL FLUID FOR 
MAINTENANCE OF CHEMICAL TOILETS

AQUA-CHIM

APPLICATION

AQUA-CHIM is applied diluted in
proportion of 1 litre until 200 litres of
water.

Note that in the summer, with the
higher temperatures, may increase the
proliferation of odours, in this case, we
should make a dilution of 1 litre of
AQUA-CHIM to 150 litres of water.

- Fresh odour
- Water dilutable
- Ensures hygienic 
conditions
- Very concentrated

UTILIZATION

AQUA-CHIM is used in all types of
chemical toilets at campsites, buses,
boats, airplanes, mobile toilets at
construction sites, events, etc ...

ADVANTAGES

Industry

ConstructionEnvironment

Cleaning and Maintenance



CAUTIONS

Avoid prolonged contact with skin. In
case of contact with eyes, rinse
immediately with plenty of water.
Close container after each utilization.
Keep out of reach of children. Chemical
product: Always read the label before
using.

TECHNICAL SPECIFICATIONS

DILUTION 1 litre until 200 litres of water

CHEMICAL NATURE
Based on surfactants with 
disinfectants functions. No 

formaldehyde.
SURFACTANTS Not applicable

PHYSICAL STATE / COLOUR Green liquid

ODOUR Almonds

PH 1,35

SOLUBILITY IN WATER Complete

CLEANING PERFORMANCE Not applicable

RINSING No

FOAMING No

RELATIVE DENSITY 1,065

FLASH POINT Not concerned

CHEMICAL REACTION Acidic

CLASSIFICATION Harmful

EXPIRATION

2 years. Stored in the original 
packaging. Protect from excessive 

sunlight. Avoid extreme 
temperatures.

AQUA-CHIM

APPLICATION MODE

- 1 litre until 200 litres of water.
- In the Summer: 1 litre until 150 litres of water.

AQUA-CHIM


